SLOPE TO BE ROUNDED

/— PROPERTY LINE

RIGHT OF WAY DEDICATED BY THE DEVELOPER

€ RIGHT OF WAY
LIMIT OF PLAT

EXISTING OR PROPOSED (42
PROPERTY LINE

RIGHT OF WAY ALREADY DEDICATED

ELEVATION OF BACK OF SIDEWALK IS EQUAL TO
1/2" PER 1'-0" ABOVE TOP OF CURB (1/4" PER
1'=0" FOR RIGHT OF WAY OVER 60’ WIDE).

MAXIMUM

1'-0"  SEE

1

OR TO BE DEDICATED IN THE FUTURE ~

DEPTH OF DRAINAGE CHANNEL
TO VARY ACCORDING TO

SLOPE

NOTE A

EXISTING
SURFACE

SLOPE 3/8" PER

CONCRETE
WALK,4",608

CONCRETE COMBINED BARRIER
CURB & GUTTER (SEE GENERAL

NOTE 10, SHT.40) -
3" ASPHALTIC CONCRETE
SURFACE COURSE 403 & 404
(SEE GEN. NOTE 10, SHT. 40)

TYPICAL SECTION
FOR HALF STREET DEDICATIONS
OF STREET CONSTRUCTED IN CUT
NO SCALE

PROPERTY LINE

EXISTING TRAVELED ROADWAY

AGGREGATE BASE,
10", 304

407-TACK COAT
0.1 GAL PER SQ. YD.

¢ RIGHT OF WAY

CAPACITY REQUIRED.

EIECR)P%'J 2 £-0" MINIMUM
1"-0"
1 —

SLOPE
MAXIMUM SLOE/ 76 BE
2 70 1 ROUNDED

1’—0" MINIMUM BUT IN NO
CASE TO BE LESS THAN
THE WIDTH IF THE EXISTING
SHOULDER.
NOTE:

FOR INDUSTRIAL,

COMMERCIAL AND
THOROUGHFARE STREETS
SEE NOTE 10, SHT. 40.

EXISTING OR PROPOSED

Vs LIMIT OF PLAT PROPERTY LINE
RIGHT OF WAY DEDICATED BY THE DEVELOPER RIGHT OF WAY ALREADY DEDICATED
ELEVATION OF BACK OF SIDEWALK IS EQUAL TO OR TO BE DEDICATED IN THE FUTURE
1/2" PER 1'-0" ABOVE TOP OF CURB (1/4" PER )

120" FOR RIGHT OF WAY OVER -1'=0" MINIMUM BUT IN NO

60" WIDE). CASE TO BE LESS THAN

. THE WIDTH IF TH TIN

L MINIMUM 3" ASPHALTIC CONCRETE SHOULDER. E EXISTING

SURFACE COURSE 403
(SEE GEN. NOTE 10, SHT. 40)

SCARIFY EXISTING
SURFACE

CONCRETE

407-TACK COAT

., 0.1 CAL. PER =
1'-0 408 BITUMINOUS
SEE PRIME COAT SQ. Y. 4-0" MINIMUM
" NOTE A |1/2 GAL. PER
Q. Y.

SLOPE 3_/8" PER 1°-0"

EXISTING TRAVELED ROADWAY

DEPTH OF DRAINAGE
CHANNEL TO VARY
ACCORDING TO
CAPACITY REQUIRED.

MAXIMUM SLOPE

WALK,4",608
FILL WITH SUITABLE MATERIAL,
COMPACTED AS IN ITEM 203
ROADWAY EXCAVATION AND
EMBANKMENT CITY OF DAYTON
SPECIFICATIONS.

SLOPE 1/2"
PER 1'-0"

L CONCRETE COMBINED BARRIER
CURB & GUTTER (SEE GENERAL
NOTE 9, SHT. 40) THREE 1/2" @
REINFORCING BARS USED WHEN
COMBINED CURB & GUTTER IS
PLACED ON FILL.

LMAXIMUM SLOPE
3 T0 1

SEE GENERAL NOTES
SHEET #40

TYPICAL SECTION
FOR HALF STREET DEDICATIONS
OF STREET CONSTRUCTED ON FILL

NO SCALE

2 70 1
EXISTING GROUND SURFACE

SLOPE 1/2" PER 1’0"
AGGREGATE BASE, 10°, 304

_NOTE A:
WIDENED PORTION, VARIABLE WIDTH,
FROM EDGE OF EXISTING ROADWAY
TO BACK OF NEW CURB.

REVISIONS STANDARDS FOR

PLAT CONSTRUCTION
STREET IMPROVEMENTS
IN HALF
STREET DEDICATIONS

CITY OF DAYTON, OHIO
NO SCALE  14A-17113




